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	 Declaration of conformity2.8
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ORIGINAL INSTRUCTIONS
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5.3	 Control devices model PR
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	 Running the machine - model PR6.4

Open the door.1.	

Load the can as indicated in 2.	 chapter 6.2.

Close the door.3.	

The safety device prevents the mixing cycle to be started when the door is open.

Based on the capacity of the can to be mixed, press the key corresponding to the program to execute.4.	

Press the key -- once to select the program for low density products (THIN paint)

Press the key -- twice to select the program for high density products (THICK paint)

When a key is pressed, the display shows the name of the program selected.

1-4L
For single or multiple cans, with a total volume up to 4 liters

4-10L

For single or multiple cans, with a total volume from 4 to 10 liters

10L-35kg

For single or multiple cans, with a total volume from 10 liters up to the maximum 
loading capacity of the machine (35 kg)

If required, change the mixing time with the adjusting keys5.	       .

Press the cycle start key 6.	   .

The rotating mechanic part will release from the starting position and perform a gyroscopic movement that 
mixes the can clamped between the two plates. This gyroscopic movement consists of the simultaneous rotation 
of the clamping plates on two axes, and thus of the entire rotating mechanism.

When the mixing time has elapsed, mixing is over and the mobile mechanism slows down until it comes to a 
rest in its starting position.

DANGER

It is forbidden to open the door during machine operation. Opening the door during operation will cause 
mixing to stop immediately.

Once the mixing cycle is complete, it is possible to remove the can.

The machine is now ready to carry out another mixing cycle.

DANGER

In any emergency event occurring when the mixing cycle is in progress press the emergency stop button 
(chapter 3.5).

	 Advance stop6.4.1

It is possible to stop a mixing cycle at any time.

To end the mixing cycle before the set time has elapsed, press the cycle start key  or press again the 
program key.
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